Material
Crushed Stone

Base Course Material

Screened Aggregate

Dense Graded Base

Clear Stone

Concrete Sand

Washed Sand

Fill Sand

Manufactured Sand

(Where Applicable)

Pea Gravel

Processed Gravel

Drainage Gravel

Description

Primary material used for
road base, foundations, and
structural support

Provides a stable
foundation for pavement
and infrastructure

Sized materials separated
for specific construction
requirements

Compactable material
used for strong, stable
road foundations

Clean, uniform stone used
for drainage and structural
applications

Used in ready-mix
concrete and masonry
applications

Cleaned sand used for
high-quality construction
needs

Used for grading, leveling,
and general site
preparation

Crushed fine aggregate
used in construction
applications

Small, rounded stone used
for landscaping and
drainage

Versatile material used for
roads and construction
bases

Promotes water flow in
drainage systems



Road Gravel

Crushed Limestone
Limestone Base Material

Agricultural/Specialty
Limestone

Recycled Concrete
Aggregate
Recycled
Asphalt/Crushed

Reclaimed Material
Rip Rap

Quarry Stone

Oversized Stone

#1 Washed Stone

#2 Washed Stone

Washed Aggregate

Products

Fill Material

Select Fill

Embankment/ General Fill
Material

Used in roadway
construction and
maintenance

Common aggregate used in
roads and foundations
Provides strong support for
infrastructure projects
Used in various
construction and industrial
applications

Crushed concrete reused
for construction projects
Reprocessed asphalt used
in road and base
applications

Large stone used for
shoreline protection and
erosion control
General-purpose stone
used in construction and fill
applications

Large rock used for
drainage, stabilization, and
fill

Clean, coarse stone used
for drainage and
construction

Larger washed stone for
structural and drainage
applications

Cleaned materials for
specialized construction
needs

General-purpose material
used for site development
Higher-quality fill used for
structural stability

Used in large-scale grading
and earthwork projects



